Datenblatt Magnetventile ,direkt-gesteuert™

date sheet solenoid valve direct acting

Magnetventile-Shop

ARBEITSBEREICH MAGNETVENTIL

Arbeitsdruck -0,2 + 0,5 bar
Umgebungstemperatur 0+ 40°C
Mediumstemperatur 0 + 90°C*
Flussrichtung unidirektional
Ventilsitzdurchmesser ~ DN11,0mm
Schaltweise NG
* ED50% 3Min.-Ein 3Min.-Aus
WORKING CHARACTERISTICS
Working pressure -0,2 = 0,5 bar
Room temperature 0+ 40°C
Fluid temperature 0 + 90°C*
Flow direction unidirectional
Nominal Diameter orifice 11,0mm
Elect.pilot/Control NC

MATERIAL EIGENSCHAFTEN PHYSICAL CHARACTERISTICS

Ventil Kérper: Pa 6,6 Glasfaser FV30% Filter body: Pa 6,6 FV30%

Membrane: NBR/Silicone Diaphragm: NBR/Silicone

Kolben: Edelstahl INOX Core: Stainless steel

Feder: Federstahl INOX Spring: Stainless steel

Montageart: Pilot fir sauberes Wasser Assembly: With screw, suitable to cleaned

inside
EINBAUHINWEISE INSTALLATION

Das Magnetventil kann in jeder beliebigen Lage montiert
werden, eine Einschréankung gibt es nicht.

ANWENDUNGEN
Hydromassage Bader
Hydromassage Duschen
Trinkwasser Spender
Sanitérinstallationen

FLUSSIGKEITS ANSCHLUSSE

Eingang: alle Korper der Serien R1-R4 / RM / RC
Ausgang: alle Kérper der Serien R1-R4 / RM / RC
ELEKTRISCHE ANSCHLUSSE

Anschliisse: Flachfahnen 6,3 X 0,8 mm
SPANNUNGEN

Alle verfiigbaren Spulen Spannungen der Serie R

PRUFUNGEN ZERTIFIKATE
ENEC - WRAS - UL

The valve can be installed in any positions with no risk for
their operation

APPLICATIONS

Hydromassage tubs

Multi-function hydromassage showers
Water dispensers

Water and sanitary installation

HYDRAULIC CONNECTIONS

Inlet: all body of series R1-R4/ RM / RC
Outlet: all body of series R1-R4 / RM / RC
ELECTRICAL CONNECTIONS

Connection: Male Faston 6,3 x 0,8 mm
SOLENOID RANGE

See all available voltage range series R valve

MARKS AND CERTIFICATIONS
ENEC - WRAS - UL
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